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(57) ABSTRACT

A 360 degree camera system includes a support structure, a
plurality of image capture devices, a plurality of lens systems,
and an image processing system. The image capture devices
are positioned such that their height is greater than their
width. The image processing system includes a rotation mod-
ule for remapping the pixel addresses of the image data to join
the captured images along their long edges.
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1
360 DEGREE MULTI-CAMERA SYSTEM

BACKGROUND OF THE INVENTION

1. Field of the Invention

This invention relates generally to digital camera, systems,
and more particularly to multi-image sensor, 360 degree cam-
era systems.

2. Description of the Background Art

Camera systems that use multiple image sensors to capture
a 360 degree image are known. Such camera systems typi-
cally include three or four outwardly facing image sensors,
each being optically aligned with a respective lens assembly.
The image sensors are each positioned to capture a predeter-
mined portion of the 360 degree horizontal field of view. For
example, in a three-camera system, the first image sensor
captures an image of the first 120 degrees, the second image
sensor captures the second 120 degrees, and the third image
sensor captures the last 120 degrees.

During a typical image capture process, each image sensor
simultaneously captures a respective image. The captured
images are then stitched together to form a single 360 degree
image using known image processing techniques.

Although prior art camera systems can capture 360 degree
images, they have several drawbacks. For example, current
systems have relatively limited vertical field of view (FOV)
coverage due to the form factors (i.e., 16:9, 4:3, etc.) of most
image sensors. In efforts to improve the vertical FOV of 360
degree camera systems, some manufacturers have tilted each
image sensor to face slightly upward. Although tilting the
image sensors improves the vertical FOV of 360 degree cam-
era systems, they still have a relatively limited vertical FOV.

What is needed, therefore, is a 360 degree camera system
having an improved FOV. What is also needed is a 360 degree
camera system with reduced line buffer, memory, and
memory bandwidth requirements.

SUMMARY

The present invention overcomes the problems associated
with the prior art by providing a 360 degree camera system
with an improved vertical FOV.

An example camera system includes a support structure, a
first image capture device, a second image capture device, a
lens system, and an image processing unit. The support struc-
ture facilitates the mounting and positioning of the first and
second image capture devices. The first image capture device
includes an array of photosensors including a greater number
of photosensors along a long edge of the array of photosen-
sors than along a short edge of the array of photosensors. The
first image capture device is coupled to the support structure
so that the short edge of the array of photosensors is substan-
tially horizontal. The second image capture device includes a
second array of photosensors. The second array of photosen-
sors also includes a greater number of photosensors along a
long edge of the second array of photosensors than along a
short edge of the second array of photosensors, and the sec-
ond image capture device is coupled to the support structure
so that the short edge of the second array of photosensors is
substantially horizontal.

The lens system is coupled to focus a first image on the
array of photosensors of the first image capture device and to
focus a second image on the second array of photosensors of
the second image capture device. The image processing sys-
tem is electronically coupled to receive image data represen-
tative of the first image from the first image capture device
and to receive image data representative of the second image
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2

from the second image capture device. The first image has a
long edge corresponding to the long edge of the array of
photosensors and a short edge corresponding to the short edge
of'the array of photosensors. The second image also has a long
edge corresponding to the long edge of the second array of
photosensors and a short edge corresponding to the short edge
of the second array of photosensors. The image processing
system is operative to generate image data representing a
single image by combining the image data received from the
first image capture device and the image data received from
the second image capture device along the long edges of the
first image and the second image.

In an example embodiment, the photosensors of the array
of photosensors are arranged in a plurality of columns and
rows. The rows of the photosensors are aligned parallel to the
short edge of the array of photosensors, which is disposed
horizontally. The image data is transferred out of the array of
photosensors by simultaneously transferring data from a plu-
rality of photosensors of the same row. In other words, one
row (or a portion of a row) is transferred out of the array at a
time.

In another example embodiment, the photosensors of the
array of photosensors are arranged in a plurality of columns
and rows, and the rows of the photosensors are aligned par-
allel to the long edge of the array of photosensors, which is
disposed along a tilted, vertical direction. Image data is trans-
ferred out of the array of photosensors by simultaneously
transferring data from a plurality of photosensors of the same
row (e.g., a row or a portion of a row at a time). Because the
rows are arranged along a tilted, vertical direction, the image
processing system includes an image rotation module. In a
specific example, the image processing system includes an
optical correction module, and the image rotation module is
included in the optical correction module. In a more specific
example, the optical correction module performs at least one
of distortion correction and perspective correction. Advanta-
geously, the optical correction module can perform optical
correction and image rotation during a single memory access
cycle.

In another example embodiment, the lens system includes
a first lens assembly optically aligned with the array of pho-
tosensors of the first image capture device, and a second lens
assembly that is optically aligned with the second array of
photosensors of the second image capture device.

In yet another example embodiment, the system further
includes a third image capture device including a third array
of photosensors. The third array of photosensors includes a
greater number of photosensors along a tong edge of the third
array of photosensors than along a short edge of the third
array of photosensors. The third image capture device is
coupled to the support structure so that the short edge of the
third array of photosensors is substantially horizontal. In a
particular embodiment (e.g., a 3 image capture device sys-
tem), the first image capture device is operative to capture a
first 120 degrees of a 360 degree panoramic image captured
by the camera system, the second image capture device is
operative to capture a second 120 degrees of the 360 degree
panoramic image captured by the camera system, and the
third image capture device is operative to capture a third 120
degrees of the 360 degree panoramic image captured by the
camera system. Optionally, top edges of the first image cap-
ture device, the second image capture device, and the third
image capture device are tilted toward one another so that an
optical axis of the first image capture device, an optical axis of
the second image capture device, and an optical axis of the
third image capture device are nonplanar with respect to one
another.
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In this example embodiment, the image processing system
is electronically coupled to receive image data representative
of'athird image from the third image capture device. The third
image has a long edge corresponding to the long edge of the
third array of photosensors and a short edge corresponding to
the short edge of the third array of photosensors. The image
processing system is operative to generate the image data
representing a single image by combining the image data
received from the second image capture device and the image
data received from the third image capture device along a
second long edge of the second image and a long edge of the
third image, and by combining the image data received from
the third image capture device and the image data received
from the first image capture device along a second long edge
of the third image and a second long edge of the first image.
Ina more particular example embodiment, the camera system
has at least a 360 degree horizontal field of view and the
camera system has at least a 200 degree vertical field of view.

In another particular embodiment (e.g., a 4 image capture
device system), the camera system further comprises a fourth
image capture device including a fourth array of photosen-
sors. The fourth array of photosensors includes a greater
number of photosensors along a long edge of the fourth array
of photosensors than along a short edge of the fourth array of
photosensors. The fourth image capture device is coupled to
the support structure so that the short edge of the fourth array
of photosensors is substantially horizontal. In this particular
embodiment, the first image capture device is operative to
capture a first 90 degrees of a 360 degree panoramic image
captured by the camera system, the second image capture
device is operative to capture a second 90 degrees of the 360
degree panoramic image captured by the camera system, the
third image capture device is operative to capture a third 90
degrees of the 360 degree panoramic image captured by the
camera system, and the fourth image capture device is opera-
tive to capture a fourth 90 degrees of the 360 degree pan-
oramic image captured by the camera system.

In the 4 image capture device embodiment, the image
processing system is electronically coupled to receive image
data representative of a third image from the third image
capture device and to receive image data representative of a
fourth image from the fourth image capture device. The third
image has a long edge corresponding to the long edge of the
third array of photosensors and a short edge corresponding to
the short edge of the third array of photosensors. The fourth
image also has a long edge corresponding to the long edge of
the fourth array of photosensors and a short edge correspond-
ing to the short edge of the fourth array of photosensors. The
image processing system is operative to generate the image
data representing a single image by combining the image data
received from the second image capture device and the image
data received from the third image capture device along a
second long edge of the second image and a long edge of the
third image, by combining the image data received from the
third image capture device and the image data received from
the fourth image capture device along a second long edge of
the third image and a long edge of the fourth image, and by
combining the image data received from the fourth image
capture device and the image data received from the first
image capture device along a second long edge of the fourth
image and a second tong edge of the first image.

Optionally, embodiments of the present invention can
include more than 4 image capture devices.

Methods of manufacturing camera systems are also dis-
closed. One example method includes providing a support
structure, providing a first image capture device, coupling the
first image capture device to the support structure, providing
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a second image capture device, coupling the second image
capture device to the support structure, providing a lens sys-
tem, providing an image processing system, and configuring
the image processing system to generate image data. The first
image capture device includes an array of photosensors,
which has a greater number of photosensors along a long edge
of the array of photosensors than along a short edge of the
array of photosensors. The first image capture device is
coupled to the support structure so that the short edge of the
array of photosensors is substantially horizontal. The second
image capture device includes a second array of photosen-
sors, which has a greater number of photosensors along a long
edge of the second array of photosensors than along a short
edge of the second array of photosensors. The second image
capture device is coupled to the support structure so that the
short edge of the second array of photosensors is substantially
horizontal. The lens system is coupled to focus a first image
on the array of photosensors of the first image capture device
and to focus a second image on the second array of photosen-
sors of the second image capture device.

The image processing system is electronically coupled to
receive image data representative of the first image from the
first image capture device and to receive image data repre-
sentative of the second image from the second image capture
device. The first image has a long edge corresponding to the
long edge of the array of photosensors and a short edge
corresponding to the short edge of the array of photosensors.
The second image also has a long edge corresponding to the
long edge of the second array of photosensors and a short
edge corresponding to the short edge of the second array of
photosensors. The image processing system is configured to
generate image data representing a single image by combin-
ing the image data received from the first image capture
device and the image data received from the second image
capture device along the tong edges of the first image and the
second image.

In a more specific example method, the photosensors of the
array of photosensors are arranged in a plurality of columns
and rows. The rows of the photosensors are aligned parallel to
the long edge of the array of photosensors. Image data is
transferred out of the array of photosensors simultaneously
transferring data from a plurality of photosensors of the same
row (e.g., one row or a portion of a row at a time). In a more
specific example, the method further comprises configuring
the image processing system to rotate the image data received
from the first image capture device and the image data
received from the second image capture device prior to com-
bining the image data from the first image capture device and
the image data from the second image capture device.

In another more specific example, the method further com-
prises providing a third image capture device including a third
array of photosensors. The third array of photosensors
includes a greater number of photosensors along a long edge
of the third array of photosensors than along a short edge of
the third array of photosensors. The method also comprises
coupling the third image capture device to the support struc-
ture so that the short edge of the third array of photosensors is
substantially horizontal.

In another more specific embodiment, the method further
includes providing a fourth image capture device and cou-
pling it to the support structure. The fourth image capture
device includes a fourth array of photosensors. The fourth
array of photosensors includes a greater number of photosen-
sors along a long edge of the fourth array of photosensors than
along a short edge of the fourth array of photosensors. The
method of coupling the fourth image capture device to the
support structure includes coupling the fourth image capture
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device to the support structure so that the short edge of the
fourth array of photosensors is substantially horizontal.

Optionally, the steps of coupling the first image capture
device, the second image capture device, the third image
capture device, and/or the fourth image capture device to the
support structure includes tilting the first image capture
device, the second image capture device, the third image
capture device, and/or the fourth image capture device to face
in a slightly upward direction.

A method of creating a panoramic image is also disclosed.
The method includes the steps of receiving image data from a
first image capture device, receiving image data from a sec-
ond image capture device, receiving image data from a third
image capture device, and combining the image data from the
three image capture devices. The image data from the first
image capture device represents a first image having two long
edges and two short edges. The image data from the second
image capture device represents a second image having two
long edges and two short edges. The image data from the third
image capture device represents a third image having two
long edges and two short edges. The step of combining the
image data from the three image capture devices includes
combining the image data from the first image capture device,
the second image capture device, and the third image capture
device to join the first image, the second image, and the third
image along their long edges.

A more particular method comprises performing an image
rotation operation on each of the image data from the first
image capture device, the image data from the second image
capture device, and the image data from the third image
capture device prior to the step of combining the image data
from the first image capture device, the second image capture
device, and the third image capture device. In an even more
particular method, the rotation operation is performed in con-
junction with an optical correction operation.

BRIEF DESCRIPTION OF THE DRAWINGS

The present invention is described with reference to the
following drawings, wherein like reference numbers denote
substantially similar elements:

FIG. 1 is a perspective view of components of a 360 degree
camera system,

FIG. 2 is a perspective view of a support structure of the
360 degree camera system of FIG. 1;

FIG. 3 is a top view of the 360 degree camera system of
FIG. 1;

FIG. 4 is aside cross-sectional view of the 360 degree
camera system of FIG. 1;

FIG. 5 is a schematic diagram of a sensor array of the 360
degree camera system of FIG. 1;

FIG. 6 is a diagram illustrating image data flow of the 360
degree camera system of FIG. 1;

FIG. 7 is a diagram illustrating image data flow from an
image sensor of the 360 degree camera system of FIG. 1;

FIG. 8 is a block diagram of an image data processing
pipeline of the 360 degree camera system of FIG. 1;

FIG. 9 is a diagram illustrating image data flow of an
alternate 360 degree camera system with image capture
devices having horizontal rows;

FIG. 10 is a flowchart summarizing an example method of
manufacturing a camera system; and

FIG. 11 is a flowchart summarizing an example method of
generating a panoramic image.

DETAILED DESCRIPTION

The present invention overcomes the problems associated
with the prior art, by providing a camera system with image
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capture devices oriented with their short dimensions substan-
tially horizontally. In one embodiment, image capture
devices that have longer rows than columns are physically
rotated to capture an image that is rotated 90 degrees with
respect to the imagers natural orientation. In another embodi-
ment, image capture devices that have shorter rows than col-
umns are used in their natural upright orientation. In the
following description, numerous specific details are set forth
(e.g., lens assemblies, image sensor form factors, etc.) in
order to provide a thorough understanding of the invention.
Those skilled in the art will recognize, however, that the
invention may be practiced apart from these specific details.
In other instances, details of well-known image processing
practices (e.g., image stitching, color correction, distortion
correction, pixel address mapping, memory mapping, etc.)
and components have been omitted, so as notto unnecessarily
obscure the present invention.

FIG. 1 shows a perspective view of various components of
a 360 degree camera system 100, according to one embodi-
ment of the present invention. Camera system 100 includes a
plurality of lens assemblies 102, a plurality of image capture
devices 104, and a control/image processing circuit 106.
Although not shown, camera system 100 further includes a
housing structure that supports and houses lens assemblies
102, image capture devices 104, and control circuit 106. The
housing structure can be a single structure that simulta-
neously houses lens assemblies 102, image capture devices
104, and control circuit 106. Each of image capture devices
104 is electrically coupled to control circuit 106 via a flexible
circuit substrate 108.

Alternatively, each individual lens assembly 102 and
respective image capture device 104 can be housed in a
respective separate housing such that each lens assembly 102
in combination with an image capture device 104 is part of an
individual camera module. In that alternate embodiment,
there would be four individual camera modules coupled to
control circuit 106.

Each lens assembly 102 is optically aligned with a respec-
tive one of image capture devices 104. In the example
embodiment, tens assemblies 102 are wide angle lenses.
However, those skilled in the art will recognize that the spe-
cific details of lens assemblies 102 (e.g., number of tenses,
tens prescriptions, lens size, etc.) are not particularly germane
to the present invention.

Each image capture device 104 includes a sensor array 110,
upon which images are focused and converted into digital
data representative of the image. An important aspect of the
present invention is that each of sensor arrays 110 has a height
(as oriented in camera system 100) that is greater than its
width. In this example embodiment, this is achieved by rotat-
ing conventional 16:9 aspect ratio image sensors 90 degrees,
so that the height of each image sensor becomes the width and
vice versa. In an alternate embodiment, which will be dis-
cussed in further detail with reference to FIG. 10, image
sensors made specifically to have a height greater than width
(e.g. image capture device with 9:16 aspect ratio can also be
used with slight modifications to control circuit 106.

Circuitry that reads image data from image sensors is typi-
cally designed to read data from an image sensor one row (or
a partial row) at a time. This disclosure will adhere to that
convention, when referencing columns and rows. That is a
row (or partial row) of an image sensor includes a line of
sensors that are read generally simultaneously. A column of
an image sensor includes a line of sensors that are read gen-
erally sequentially, as each successive row is enabled.

Control circuit 106 is operative to carry out the various
functions necessary to capture 360 degree panoramic images.
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As shown, control circuit 106 includes a plurality of image
capture device interfaces 112 and an image processing mod-
ule 114, both mounted on a printed circuit board (PCB) 116.
Image capture device interfaces 112 facilitate electrical com-
munication between image capture devices 104 and control
circuit 106. Image processing module 114 receives image
data from image capture devices 104 and performs various
image processing routines such as, for example, distortion
correction, image stitching, pixel remapping, color correc-
tion, etc.

FIG. 2 shows a perspective view of a support structure 200
for coupling image capture devices 104 and PCB 116. In this
example, support structure 200 is a sheet-metal frame having
abase 202 and a plurality of flat arms 204 folded upward at an
angle of 23.7 degrees. Base 202 includes a plurality of screw
holes 206 that are adapted to receive a respective plurality of
screws 208. Screws 208 each engage a respective one of a
plurality of standoffs 210, which facilitate mounting PCB 116
a spaced distance from a bottom surface 212 of base 202.
Standoffs 210 each also include a threaded end, which is
positioned through a respective one of a plurality of through-
holes 214 of PCB 116 (FIG. 1), to engage a housing (not
shown), either directly or via another standoff (not show).

Flat arms 204 facilitate the mounting of image capture
devices 104. Image capture devices 104 can be mounted
directly to flat arms 204 by any suitable means including, but
not limited to, adhesive, screws, or other mechanical fasten-
ers. Alternatively, image capture devices 104 can each be
incorporated into a separate camera module (not shown),
each of which would be mounted to a respective one of flat
arms 204. In addition to image capture devices 104, lens
assemblies 102 are also included in the camera modules of the
alternate embodiment.

FIG. 3 is atop view of camera system 100. As shown, each
image capture device 104 is disposed to face in an outward
direction that makes an angle of 90 degree with the outward
directions of both adjacent image capture devices 104. This
allows each individual one of image capture devices 104 and
associated lens assembly 102 to capture a different portion of
a 360 degree panoramic image, without requiring rotation of
the camera system 100. Because there are four image capture
devices 104, each image capture device captures a different
90 degree (at least) field of view of the total 360 degree field
of view captured. As shown, the fields of view of the respec-
tive image capture devices 104 and tens assemblies 102 over-
lap slightly. Any redundancy in the captured images is
removed when the image processing module 114 combines
the individual images to forma single 360 degree image.

Alternatively, camera system 100 can have only three
image capture devices 104 and three respective lens assem-
blies 102. In that case, each of the three individual image
capture devices 104 and associated lens assembly 102 would
be responsible for capturing a different 120 degree image of
the total 360 degree panoramic image.

Indeed, there are multiple ways to capture 360 degree
images. Prior systems use expensive optics (e.g., a ball lens,
190 degree FOV lenses) in combination with one or two
image capture devices. Such systems are also difficult to
calibrate and mass produce. However, using 3, 4, or more
image capture devices significantly relaxes the optical con-
straints of the lens system and also increases the resolving
power of the system. Therefore, less expensive lenses can be
used, and calibration is much simpler.

FIG. 4 is a cross-section side view of camera system 100
taken along line A-A of FIG. 3. As shown, each of image
capture devices 104 is tilted back to face slightly upward an
angle of approximately 23.7 degrees with respect to the hori-
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zontal. Accordingly, the optical axes 400 of image capture
devices 104 do not lie in a single plane. The tilt of image
capture devices 104 improves (i.e. increases) the vertical
FOV of camera system 100.

The following example embodiments of systems with 4
image capture devices illustrate the improvement in vertical
FOV provided by camera system 100. In the first example,
image capture devices 104 have a 4:3 aspect ratio and are
tilted 24.4 degrees to achieve a vertical FOV 0f 229 .4 degrees.
In another example, image capture devices 104 have a 16:9
aspectratio and aretilted 10 degrees to achieve a vertical FOV
01340 degrees.

FIG. 5 is schematic diagram of one of image capture
devices 104. Image capture device 104 includes sensor array
110, a row decoder 500, and a buffer 502.

Sensorarray 110 includes a plurality of pixels 504 arranged
in a plurality of rows 506(0-#) and a plurality of columns
508(0-m). Each of pixels 504 includes an optical sensor and is
electrically coupled to a respective one of n+1 row enable
lines 510(0-7) and a respective one of m+1 column sample
lines 512(0-m). Row decoder 500 is electrically coupled to
each of row enable lines 510(0-) and is operable to sequen-
tially assert a row enable signal on row enable lines 510(0-7),
according to control signals provided by a control circuit (not
shown). The row enable signals cause each pixels 504 of the
enabled row to assert a signal indicative of a light intensity
value on an associated one of column sample lines 512(0-m).
Buffer 502 is also electrically coupled to column sample lines
512, through 512, and is operable to store the light intensity
values asserted on column sample lines 512(0-m) by the
enabled pixels 504.

A close-up view of pixel 504(,0) is also provided to
representationally illustrate the image capture process of pix-
els 504. It should be understood, however, that circuitry of an
actual pixel sensor is more complicated and not necessarily
germane to the present invention. Nevertheless, simplified
pixel 504(m,0) is useful to illustrate that several pixels 504 of
a single row assert their accumulated intensity values on
column sample tines 512 responsive to a row enable signal.
Pixel 504(m,0) includes a charge accumulation circuit 514
and transmission gate 516. Charge accumulation circuit 514
is a photosensitive element that accumulates an electrical
charge having a value proportional to the intensity of tight 518
impinging thereon. Transmission gate 516 includes a first
node 520 coupled to row enable line 510(0) and a second node
522 electrically coupled to column sample line 512(m).

The image capture process performed by image capture
device 104 is summarized as follows. First, charge accumu-
lation circuit 514 accumulates a charge according to the inten-
sity of light 518 impinging thereon. After a predetermined
time, row decoder 500 asserts a row enable signal on row
enable line 510(0), which is conducted to first node 520 of
transmission gate 516. The row enable signal being asserted
on first node 520, causes transmission gate 516 to be in a
conducting state, so the charge accumulated on charge accu-
mulation circuit 514 is asserted on column sample line 512
(m). The charge, along with the charges asserted on column
sample lines 512, through 512, , are then converted to digi-
tal values by an analog-to-digital converter inside buffer 502)
and then stored in buffer 502.

FIG. 6 illustrates the capturing of image data by sensor
arrays 110 from a hardware orientation point of view. The
physical orientation of sensor arrays 110 (see FIG. 1) are
shown with dashed lines 600, to indicate that their height is
greater than their width. From a hardware point of view,
however, each partial image 602 appears to have a width
greater than the height. This is because image capture devices
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104 are actually rotated 90 degrees from the orientation there
form factor is typically intended for. In particular, sensor
arrays 110 include a greater number of pixels in each row than
in each column, and as described above, sensor data is read
outonarow by row basis. Thus, physically rotating the sensor
arrays 110 in camera system 100 does not alter what consti-
tutes a “row” from the hardware point of view.

The capturing of a 360 degree image (simplistic image of
hills) by image capture devices 104 is summarized below.
Each of sensor arrays 110 provides rows of image data into
respective buffers 502. The rows of image data actually rep-
resent columns of the physical image, because image arrays
110 are physically rotated by 90 degrees. An image process-
ing module 604 then receives the data from buffer 502, and
processes the received data using image processing tech-
niques including, but not limited to, color correction, distor-
tion correction, perspective correction, and/or aberration cor-
rection. The image data also undergoes a rotation process in
the image processing module 604, whereby the pixel
addresses are remapped to reorient the image data. That is, the
image (which is sideways in the hardware perspective) is
rotated 90 degrees to correspond with the physical orientation
of'sensor arrays 110. Once the pixel addresses are remapped,
the four images 602 are stitched together (using conventional
image stitching processes) to form a 360 degree panoramic
image and loaded into a memory 606.

FIG. 7 illustrates the capturing of image data by one of
image capture devices 104 from the hardware of point of
view. As shown in the close up, each block 700 shown in
sensor array 110, buffer 502, and memory 606 represents
stored, multi-bit intensity values for an 8x8 block of pixels
504. Letters in the blocks 700 represent images correspond-
ing to the stored image data in that particular block.

To explain the data flow from sensor array 110 to memory
606, data flow from block 700 of sensor array 110 containing
the letter A to memory 606 will be described. The first eight
pixel rows 506(0-7) are loaded into buffer 502. At this point,
the letters still appear sideways in the hardware perspective.
Then, image processing module 604 processes and “rotates”
the image data. In this particular example, each block 700 of
pixels is remapped to a different location of memory 606 and
then rotated 90 degrees by changing the pixel/memory
addresses within the block. For example, block 700 contain-
ing the letter A is located at a block address of 700(0,8) in
sensor array 110, but is remapped to a block address of 700
(8,15) in memory 606. In addition to remapping block 700,
the 64 pixel values that make up block 700 are readdressed
within the block to rotate the image counter clockwise by 90
degrees. In summary, image processing module 604 performs
optical processing on the image data, readdresses each block
700, and also readdresses the pixels values within block 700
so that they appear rotated counter clockwise by 90 degrees.
Combining the image processing operations and the reloca-
tion/rotation operations, reduces the required memory access
cycles, so that both functions can be performed during a
single memory access cycle.

FIG. 8 is a block diagram 800 showing image processing
module 604 in greater detail. Image processing module 604
includes a distortion correction/perspective correction
(DCPC)/rotation module 802 and a DCPC look-up-table
(LUT) 804. DCPC/rotation module 802 receives (one block
at a time) an input image 810 having a 16:9 aspect ratio and
simultaneously performs DCPC processing and image rota-
tion on each block of image data to generate a corrected and
rotated output image 812 with a 9:16 aspect ratio. In particu-
lar, DCPC/rotation module 802 uses the intensity value and
pixel address for each pixel to look up a new intensity value
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and new pixel address in DCPC LUT 804. The new intensity
value and new pixel address is DCPC corrected, rotated
image data, which is output one block of 8 by 8 pixels ata time
to memory 606 to generate output image 812. The combina-
tion of the correction and rotation function in a single module
802 reduces the internal memory requirement of image pro-
cessing module 604 and the number of memory access cycles
required to complete the processing and rotation of the image
data.

FIG. 9 illustrates the capturing and processing of image
data by a plurality of sensor arrays 900, according to another
embodiment of the present invention. In this particular
embodiment, sensor arrays 110 are replaced in camera system
100 with sensor arrays 900. Sensor arrays 900 are similar to
sensor arrays 110, except that the rows of sensor arrays 900
have fewer pixels than the columns of sensor array 900. For
example, each of image sensor arrays 900 is manufactured to
have a native aspect ratio of 9:16. Thus, the physical orienta-
tions of sensor arrays 900 is the same as the hardware orien-
tations of sensor arrays 900, so there is no need to remap (i.e.
rotate) the image data captured by sensor arrays 900. In other
words, the rows of pixels/photosensors in sensor arrays 900
are oriented parallel to the short edges of sensor arrays 900,
which are substantially horizontal when mounted in camera
system 100.

The image capture process of sensor arrays 900 is summa-
rized as follows. Image data is sequentially transferred, a full
or partial row at a time, from sensor arrays 900 into a respec-
tive set of buffers 902. Each image processing module 904
performs DCPC processing on the buffered image data and
then loads the processed image data into a predetermined
portion of memory 906. Because sensor arrays 900 have an
aspect ratio of 9:16, no remapping/rotation of the image data
is necessary.

FIG. 10 is a flowchart summarizing an example method
1000 of manufacturing a camera system. In a first step 1002,
a support structure is provided. Then, in a second step 1004,
a first image capture device with an array of photosensors is
provided. The array of photosensors has a greater number of
photosensors along a tong edge of the array than along a short
edge of the array. Next, in a third step 1006, the first image
capture device is coupled to support structure with the short
edge of the array substantially horizontal. Then, in a fourth
step 1008, a second image capture device with an array of
photosensors is provided. The second array of photosensors
also has a greater number of photosensors along a long edge
of'the array than along a short edge of the array. Next, in a fifth
step 1010, the second image capture device is coupled to
support structure with the short edge of the array of the second
image capture device substantially horizontal. Then, in a sixth
step 1012, a lens system is coupled to focus a first image on
the array of photosensors of the first image capture device and
to focus a second image on the array of photosensors of the
second image capture device. Next, in a seventh step 1014, an
image processing system is coupled to receive image data
representative of the first image and the second image from
the first image capture device and the second image capture
device, respectively. In an eighth step 1016, the image pro-
cessing system is configured to combine the image data to
generate a single image by joining the first image and the
second image along long edges of the first image and the
second image. The steps of method 1000 can be performed in
any convenient order.

FIG. 11 is a flowchart 1100 summarizing an example
method of generating a panoramic image. In a first step 1102,
image data representing a first image having two long edges
and two short edges is received from a first image capture
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device. Then, in a second step 1104, image data representing
a second image having two long edges and two short edges is
received from a second image capture device. Next, in a third
step 1106, image data representing a third image having two
long edges and two short edges is received from a third image
capture device. Then, in a fourth step 1108, the image data
from the first image captured device, the second image cap-
ture device, and the third image capture device is combined to
join the first image, the second image, and the third image
along their long edges.

In certain embodiments, method 1100 additionally
includes an image data rotation process that is performed on
the image data representing each of the first, second and third
images prior to the combination of image data. The rotation
process and/or DCPC process can be performed in parallel
(e.g., a separate processor for each image capture device) or
serially (e.g., a single processor sequentially correcting/rotat-
ing the image data all of the image capture devices).

The description of particular embodiments of the present
invention is now complete. Many of the described features
may be substituted, altered or omitted without departing from
the scope of the invention. For example, camera systems
having different numbers of image sensors (e.g., three, five, or
more), may be substituted for the four image sensor camera
system described herein. As another example, image sensors
having different aspect ratios can also be used in place of the
16:9 aspect ratio image sensors. These and other deviations
from the particular embodiments shown will be apparent to
those skilled in the art, particularly in view of the foregoing
disclosure.

We claim:

1. A camera system comprising:

a support structure;

a first image capture device including an array of photo-
sensors, said array of photosensors including a greater
number of photosensors along a long edge of said array
of photosensors than along a short edge of said array of
photosensors, said first image capture device being
coupled to said support structure so that said short edge
of'said array of photosensors is substantially horizontal;

a second image capture device including a second array of
photosensors, said second array of photosensors includ-
ing a greater number of photosensors along a long edge
of said second array of photosensors than along a short
edge of said second array of photosensors, said second
image capture device being coupled to said support
structure so that said short edge of said second array of
photosensors is substantially horizontal;

alens system coupled to focus a first image on said array of
photosensors of said first image capture device and to
focus a second image on said second array of photosen-
sors of said second image capture device; and

an image processing system electronically coupled to
receive image data representative of said first image
from said first image capture device, said first image
having a long edge corresponding to said long edge of
said array of photosensors and a short edge correspond-
ing to said short edge of said array of photosensors, and
to receive image data representative of said second
image from said second image capture device, said sec-
ond image having along edge corresponding to said long
edge of said second array of photosensors and a short
edge corresponding to said short edge of said second
array of photosensors, said image processing system
being operative to generate image data representing a
single image by combining said image data received
from said first image capture device and said image data
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received from said second image capture device along
the long edges of said first image and said second image.

2. The camera system of claim 1, wherein:

said photosensors of said array of photosensors are

arranged in a plurality of columns and rows;

said rows of said photosensors are aligned parallel to said

short edge of said array of photosensors; and

image data is transferred out of said array of photosensors

by simultaneously transferring data from a plurality of
photosensors of the same row.

3. The camera system of claim 1, wherein:

said photosensors of said array of photosensors are

arranged in a plurality of columns and rows;

said rows of said photosensors are aligned parallel to said

long edge of said array of photosensors; and

image data is transferred out of said array of photosensors

by simultaneously transferring data from a plurality of
photosensors of the same row.

4. The camera system of claim 3, wherein said image
processing system includes an image rotation module.

5. The camera system of claim 4, wherein:

said image processing system includes an optical correc-

tion module; and

said image rotation module is included in said optical cor-

rection module.

6. The camera system of claim 5, wherein optical correc-
tion module performs at least one of distortion correction and
perspective correction.

7. The camera system of claim 5, wherein said optical
correction module performs optical correction and image
rotation during a single memory access cycle.

8. The camera system of claim 1, wherein said lens system
includes:

a first lens assembly optically aligned with said array of

photosensors of said first image capture device; and

a second lens assembly optically aligned with said second

array of photosensors of said second image capture
device.

9. The camera system of claim 1, further comprising a third
image capture device including a third array of photosensors,
said third array of photosensors including a greater number of
photosensors along a long edge of said third array of photo-
sensors than along a short edge of said third array of photo-
sensors, said third image capture device being coupled to said
support structure so that said short edge of said third array of
photosensors is substantially horizontal.

10. The camera system of claim 9, wherein

said first image capture device is operative to capture a first

120 degrees of a 360 degree panoramic image captured
by said camera system;

said second image capture device is operative to capture a

second 120 degrees of said 360 degree panoramic image
captured by said camera system; and

said third image capture device is operative to capture a

third 120 degrees of said 360 degree panoramic image
captured by said camera system.

11. The camera system of claim 9, wherein top edges of
said first image capture device, said second image capture
device, and said third image capture device are tilted toward
one another so that an optical axis of said first image capture
device, an optical axis of said second image capture device,
and an optical axis of said third image capture device are
nonplanar with respect to one another.

12. The camera system of claim 9, further comprising a
fourth image capture device including a fourth array of pho-
tosensors, said fourth array of photosensors including a
greater number of photosensors along a long edge of said
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fourth array of photosensors than along a short edge of said
fourth array of photosensors, said fourth image capture
device being coupled to said support structure so that said

short edge of said fourth array of photosensors is substantially
horizontal.

13. The camera system of claim 12, wherein:

said first image capture device is operative to capture a first
90 degrees of a 360 degree panoramic image captured by
said camera system;

said second image capture device is operative to capture a
second 90 degrees of said 360 degree panoramic image
captured by said camera system;

said third image capture device is operative to capture a
third 90 degrees of said 360 degree panoramic image
captured by said camera system; and

said fourth image capture device is operative to capture a
fourth 90 degrees of said 360 degree panoramic image
captured by said camera system.

14. The camera system of claim 12, wherein;

said camera system has at least a 360 degree horizontal
field of view; and

said camera system has at least a 200 degree vertical field
of view.

15. The camera system of claim 12, wherein:

said image processing system is electronically coupled to
receive image data representative of a third image from
said third image capture device, said third image having
along edge corresponding to said long edge of said third
array of photosensors and a short edge corresponding to
said short edge of said third array of photosensors;

said image processing system is electronically coupled to
receive image data representative of a fourth image from
said fourth image capture device, said fourth image hav-
ing a long edge corresponding to said long edge of said
fourth array of photosensors and a short edge corre-
sponding to said short edge of said fourth array of pho-
tosensors; and

said image processing system is operative to generate said
image data representing a single image by combining
said image data received from said second image capture
device and said image data received from said third
image capture device along a second long edge of said
second image and a long edge of said third image, by
combining said image data received from said third
image capture device and said image data received from
said fourth image capture device along a second long
edge of said third image and a long edge of said fourth
image, and by combining said image data received from
said fourth image capture device and said image data
received from said first image capture device along a
second long edge of said fourth image and a second long
edge of said first image.

16. The camera system of claim 9, wherein

said image processing system is electronically coupled to
receive image data representative of a third image from
said third image capture device, said third image having
along edge corresponding to said long edge of said third
array of photosensors and a short edge corresponding to
said short edge of said third array of photosensors;

said image processing system is operative to generate said
image data representing a single image by combining
said image data received from said second image capture
device and said image data received from said third
image capture device along a second long edge of said
second image and a long edge of said third image, and by
combining said image data received from said third
image capture device and said image data received from
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14
said first image capture device along a second long edge
of said third image and a second long edge of said first
image.

17. A method of manufacturing a camera system compris-
ing:

providing a support structure;

providing a first image capture device including an array of

photosensors, said array of photosensors including a
greater number of photosensors along a long edge of
said array of photosensors than along a short edge of said
array of photosensors;

coupling said first image capture device to said support

structure so that said short edge of said array of photo-
sensors is substantially horizontal;

providing a second image capture device including a sec-

ond array of photosensors, said second array of photo-
sensors including a greater number of photosensors
along a long edge of said second array of photosensors
than along a short edge of said second array of photo-
sensors;

coupling said second image capture device to said support

structure so that said short edge of said second array of
photosensors is substantially horizontal;
coupling a lens system to focus a first image on said array
of photosensors of said first image capture device and to
focus a second image on said second array of photosen-
sors of said second image capture device;

electronically coupling an image processing system to
receive image data representative of said first image
from said first image capture device, said first image
having a long edge corresponding to said long edge of
said array of photosensors and a short edge correspond-
ing to said short edge of said array of photosensors, and
to receive image data representative of said second
image from said second image capture device, said sec-
ond image having a long edge corresponding to said long
edge of said second array of photosensors and a short
edge corresponding to said short edge of said second
array of photosensors; and

configuring said image processing system to generate

image data representing a single image by combining
said image data received from said first image capture
device and said image data received from said second
image capture device along the long edges of said first
image and said second image.

18. The method of claim 17, wherein:

said photosensors of said array of photosensors are

arranged in a plurality of columns and rows;

said rows of said photosensors are aligned parallel to said

long edge of said array of photosensors; and

image data is transferred out of said array of photosensors

by simultaneously transferring data from a plurality of
photosensors of the same row.

19. The method of claim 17, further comprising configur-
ing said image processing system to rotate said image data
received from said first image capture device and said image
data received from said second image capture device prior to
combining said image data from said first image capture
device and said image data from said second image capture
device.

20. The method of claim 17, further comprising:

providing a third image capture device including a third

array of photosensors, said third array of photosensors
including a greater number of photosensors along a long
edge of said third array of photosensors than along a
short edge of said third array of photosensors; and
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coupling said third image capture device to said support
structure so that said short edge of said third array of
photosensors is substantially horizontal.
21. The method of claim 20, further comprising:
providing a fourth image capture device including a fourth
array of photosensors, said fourth array of photosensors
including a greater number of photosensors along a long
edge of said fourth array of photosensors than along a
short edge of said fourth array of photosensors; and

coupling said fourth image capture device to said support
structure so that said short edge of said fourth array of
photosensors is substantially horizontal.

22. The method of claim 17, wherein said steps of coupling
said first image capture device and said second image capture
device to said support structure includes tilting said first
image capture device and said second image capture deviceto
face in an upward direction.
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